Fibre Optic Splice Closures

FDN - Fibre Distribution Node

Medium fibre count closure (up to 144 fibres)

The FDN is a medium size oval shaped cap-ended ready access
closure used for the organisation and protection of fibre optic
cables splices in aerial, underground and directly buried
installations.

It is available with a single base configuration having 60 round
cable ports and an oval port for loop through applications. The
closure cover is environmentally sealed to the base using an

"0" ring and base to cover clamp whilst the cables are sealed
using either heatshrink sleeving (with the exception of the R ports)

or Cablelok™ non-heatshrink seals on all ports. [ 1

The FDN is supplied with either 12 Hellapon™ - Small trays
mounted on flexible end hinges or 12 Hellipse™ SE-A trays or 12
Hellipse™ SMF trays in 2 6 way tray modules mounted on a fixed
support.

® Hellapon™ - Small and Hellipse™ SE-A trays have
interchangeable inserts for various types of splices (see page 4)

® Hellipse™ SMF trays have moulded fins (see page 4)

® Quick release base to cover clamp

® Cablelok™ only kits contain 2 off each of R1, R2, R3, B1 and
S2 Cableloks™

® Cablelok™ and heatshrink kits contain 2 off each R1, R2 and
R3 Cableloks™ plus 4 off heatshrink sleeves for the round
ports

® The kits are also supplied with cable surface preparation,

FDN with Hellapon™ - Small Trays

management and identification materials
® For additional spur cable sealing kits, please contact our Sales FDN Base Configuration
Office

Typical Applications

® Fibre to the home (FTTH) with multiple cable entries

® |nstallation in narrow foot way boxes Dimensions:

® Blown fibre installations Length: 455mm
Width: 312mm/222mm

FDN with Hellipse™ SE-A trays

Port No. of Cable Range (mm)
Ports Cablelok™ Heatshrink
L 1 2x12.2-215 2x12.0-24.0
T 2 15.5 - 29.0 12.0 - 35.0
S 4 8.0 - 20.0 6.0 - 26.0
B 2 48-16.5 6.0 - 19.0
R 52 3.8-95 -
Fart No. of Type of Tray Method of Sealing
Number Trays
FDN3581 12 Hellapon™ - Small Cablelok™
FDN3582 12 Hellapon™ - Small Cablelok™ & Heatshrink
FDN3583 12 Hellipse™ SE-A Cablelok™
FDN3584 12 Hellipse™ SE-A Cablelok™ & Heatshrink
FDN3585 12 Hellipse™ SMF Cablelok™

FDN3586 12 Hellipse™ SMF Cablelok™ & Heatshrink



